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BULK MILK
COOLERS

A

Used Model O

MUELLER HAS ACQUIRED A SOUND REPUTATION AS LEADING MANUFACTURING SPECIALIST
IN STAINLESS STEEL PRODUCTS, OF WHICH THE FAMOUS OVAL-SHAPED MILK COOLING
TANK, MODEL O, IS ONE OF OUR PREMIUM MODELS.PRECISION, QUALITY AND PERFECTION
TO DETAIL PLAY AN IMPORTANT ROLE IN THE MANUFACTURING PROCESS OF MUELLER MILK

COOLING TANKS.

All Mueller milk cooling tanks are
manufactured in stainless steel, AISI
304 (DIN 1.4301) and are available in
24 sizes, from 1000 + 20 000 litres.
Whichever size you choose, you will
be certain of the quality and attention
to detail synonymous with Mueller
products worldwide

Model O, the complete milk cooling tank:
The Mueller milk cooling tank, Model O incorporates many
added features:
¢ Analoge Thermometer:
Ensures accurate temperature indication.
e Mueller Outlet Valve:
Eliminates accidental spillage.
e Adjustable Stainless Steel legs:
Guarantees an equal distribution of product weight.

en.paulmueller.com



} < Mueller-Matic
cleaning system

Mueller-Matic, the automatic cleaning

system. DIMENSIONS AND CONTENT

Since its development in the United
States some 30 years ago, the Mueller-
Matic has never been equalled in its
cleaning performance. At present,
there are more than 150 0oo systems
installed throughout the world,
producing standards of hygiene

unsurpassed by other systems. The
Mueller-Matic incorporates a complete
cleaning programme, from the initial
rinse to final sterilisation, thus totally
eliminating bacteria and milk stone
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cooling technology. 0 250 1.090 1.065 1.280 1.735
0300 1.250 1.065 1.280 1.940
Rapid cooling with low energy 0 400 ehs 1.065 1.280 2.495
consumption has been Mueller’s 0C 400 1.750 1.265 1.280 1.805
criteria when designing the oval 0 450 1.750 1.265 1.530 1.945
shape. Due to its design, the Temp- 0 500 2.150 1.265 1.530 2.150
Plate® cooling plates in the lower 0 600 2.555 1.265 1.530 2.505
half of the vessel ensure effective 0 700 2.965 1.495 1.785 2.100
cooling over the major part of the 0 800 3.330 1.495 1.785 2.350
surface area, thus creating greater 0 900 3.725 1.495 1.785 2.580
efficiency and economy. In addition, 0 1000 4.130 1.495 1.785 2.835
the oval design is essential for 0 1125 4.615 1.495 1.785 3.135
thorough and effective cleaning. 0 1250 5.134 1.685, 2.015 2.755
0 1500 6.180 1.685 2.015 3.265
01750 7.145 1.685 2.015 3.745
0 2000 8.190 1.685 2.015 4.245
0 2250 9.145 1.885 2.270 3.640
0 2500 10.150 1.885 2.270 3.960
0 2750 11.150 1.885 2.270 4.330
0 3000 12.090 1.885 2.270 4.670
0 3500 13.940 1.990 2.450 4.760
0 4000 15.870 1.990 2.450 5.365
0 4500 17.920 2.175 2.730 4.885
Mueller 0 5000 19.835 2.175 2.730 5.365

T: +31592 361600
E: info@paulmueller.com
W: en.paulmueller.com

It is possible that some of the information in this folder may deviate from the actual execution.
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